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Woj=the weight fraction of VOC in each dilu-
tion solvent (j) added at the print line in
the time period determined from Ref-
erence Method 24, manufacturer’s formu-
lation data, or plant blending records, in
kilograms per kilogram.

[49 FR 26892, June 29, 1984; 49 FR 32848, Aug.
17, 1984]

§ 60.582 Standard for volatile organic
compounds.

(a) On and after the date on which
the performance test required by § 60.8
has been completed, each owner or op-
erator subject to this subpart shall ei-
ther:

(1) Use inks with a weighted average
VOC content less than 1.0 kilogram
VOC per kilogram ink solids at each af-
fected facility, or

(2) Reduce VOC emissions to the at-
mosphere by 85 percent from each af-
fected facility.

(b) [Reserved]

§ 60.583 Test methods and procedures.
(a) Reference Methods in appendix A

of this part, except as provided under
§ 60.8(b), shall be used to determine
compliance with § 60.582(a) as follows:

(1) Method 24 for analysis of inks. If
nonphotochemically reactive solvents

are used in the inks, standard gas
chromatographic techniques may be
used to identify and quantify these sol-
vents. The results of Reference Method
24 may be adjusted to subtract these
solvents from the measured VOC con-
tent.

(2) Method 25A for VOC concentra-
tion (the calibration gas shall be pro-
pane);

(3) Method 1 for sample and velocity
traverses;

(4) Method 2 for velocity and volu-
metric flow rates;

(5) Method 3 for gas analysis;
(6) Method 4 for stack gas moisture.
(b) To demonstrate compliance with

§ 60.582(a)(1), the owner or operator of
an affected facility shall determine the
weighted average VOC content of the
inks according to the following proce-
dures:

(1) Determine and record the VOC
content and amount of each ink used
at the print head, including the VOC
content and amount of diluent solvent,
for any time periods when VOC emis-
sion control equipment is not used.

(2) Compute the weighted average
VOC content by the following equation:

(3) The weighted average VOC con-
tent of the inks shall be calculated
over a period that does not exceed one
calendar month, or four consecutive
weeks. A facility that uses an account-
ing system based on quarters consist-
ing of two 28 calendar day periods and
one 35 calendar day period may use an
averaging period of 35 calendar days
four times per year, provided the use of
such an accounting system is docu-
mented in the initial performance test.

(4) Each determination of the weight-
ed average VOC content shall con-
stitute a performance test for any pe-
riod when VOC emission control equip-

ment is not used. Results of the initial
performance test must be reported to
the Administrator. Reference Method
24 or ink manufacturers’ formulation
data along with plant blending records
(if plant blending is done) may be used
to determine VOC content. The Admin-
istrator may require the use of Ref-
erence Method 24 if there is a question
concerning the accuracy of the ink
manufacturer’s data or plant blending
records.

(5) If, during the time periods when
emission control equipment is not
used, all inks used contain less than 1.0
kilogram VOC per kilogram ink solids,
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